(4) ANCHOR RODS
(SEE NOTE *4)

NOTES:

. SUGGESTED BOLT CIRCLE: 850"
MAXIMUM BOLT CIRCLE: 220"
MINIMUM BOLT CIRCLE: 822"

2. LEVELING NUTS ¢ WASHERS MAY BE USED TO
MOUNT THE BASE - IF POSSIELE. INCREASE
X" DIMENSION ACCORDINGLY IF USING
LEVELING NUTS AND WASHERS.

3. ALLOW FOR DRAINAGE IF USING GROUTING
TO CONCEAL GAPS BETWEEN BASE
AND FOOTING.

4. ANCHOR ROD: MINIMUM: %' DIA.
MAXIMUM: %' DIA.
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NotEe:

|. SUGGESTED BOLT CIRCLE: 850"
MAXIMUM BOLT CIRCLE: 222"
MINIMUM BOLT CIRCLE: 822"

2. LEVELING NUTS ¢ WASHERS MAY BE USED TO
MOUNT THE BASE - IF POSSIBLE. INCREASE
"}X" DIMENSION ACCORDINGLY IF USING
LEVELING NUTS AND WASHERS.
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TO CONCEAL GAPS BETWEEN BASE
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MAXIMUM: %' DIA.
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